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North America Quick Response Program 
Turned Parts 

Flowserve Pumps has increased product capacity to  
meet customer demands for quick delivery of turned part 
products, including wear rings, sleeves and bushings.  
These products are critical to reliable pump operation and  
performance. Dedicated turned parts manufacturing  
capabilities from Flowserve ensure quick turnaround  
for the most common sizes and materials to keep your  
plant running efficiently.
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To locate the Flowserve representative nearest you, visit the Sales 
Support Locator at www.flowserve.com, or call 1-800-526-3569.

Part 
Desc.

Lead 
Time

Size  
Range

Exceptions
Lead Time 

Adders

Wear 
Ring

1 day
Up to 9 inches in 
diameter, straight 

configuration

1 day where heat 
treat is required

Wear 
Ring

2 
days

Up to 9 inches in 
diameter, non-straight  

configuration

1 day where heat 
treat is required

Wear 
Ring

3 
days

9–12 inches in 
diameter

LNN, LN, S 
Casing Rings

2 days where heat 
treat is required

Sleeves
3 

days
2 days where heat 
treat is required

Bushings
3 

days
2 days where heat 
treat is required

Laser 
Hardening

10 
days

Material specification  
655, up to 12 inches 

in diameter

Quantity 5  
MAXIMUM — 

cast parts must 
have casting  

in stock




